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Cylinder Material: Duplex Stainless Steel

Coil Construction: 316 Stainless Steel, 22mm Diameter

Min Supply Pressure: 1 Bar

Direct Indirect

Product code SX120 SX150 SX180 SX210 SX250 SX300 SC120 SC150 SC180 SC210 SC250 SC300

Height 870 1050 1160 1300 1550 1750 870 1050 1160 1300 1550 1750

Diameter 570 570 570 570 570 570 570 570 570 570 570 570

Weight empty 40 45 50 55 60 65 45 50 55 60 65 70

Weight full 156 200 225 261 315 365 161 205 230 266 320 370

Actual capacity 116 155 175 206 255 300 113 150 170 201 250 295

Expansion vessel 12 12 12 12 18 18 12 12 12 12 18 18 
capacity

Heat up 105 120 147 191 230
(2 elements)

Recovery (2 element) 75 92 117 155 192

Heat up (1 element) 101 140 160 192 241 285 98 136 154 186 235 279

Recovery (1 element) 71 98 112 134 169 200 69 95 108 130 165 195

Heat up (coil) 24 16 18 21 27 32

Recovery (coil) 17 11 13 15 19 22

Usable hot water 192 269 313 378 480 574 162 226 257 312 397 475
draw off at 42°C  

Standing heat 1.29 1.44 1.64 1.9 2.11 2.3 1.29 1.44 1.64 1.9 2.11 2.3
losses Kwh/24h
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Pressure reducing valve 3 bar

Expansion relief valve 8 bar

Temp.&pressure relief valve 90°C /10 bar

Hot water blending valve

Tundish

Flexible Y-hose

Primary return

Expansion vessel connection point

Line Strainer

Cold water main supply inlet (CW in)

Balanced cold water connection (Bal. CW)

Domestic hot water outlet (DHW out)

Flexible hose for expansion vessel

Primary flow
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Super Spec

Think Future      Think Super S      Think OSO

Front 

It should be noted the OSO Super S is designed with all pipe fittings coming off the top of the cylinder, the cylinder should be installed with 
the pipe connections facing the rear of the cupboard. To assist pre installation each cylinder is supplied with fitting templates, additional 
templates are available from OSO UK and as a download from our web site.

Thermal Cut-Out: 85°C

Thermostat Range: 40°C - 70°C

KIWA approved - CE listed

Pressure Reducing Valve: 3 Bar

Expansion Relief Valve: 8 Bar

T&P Relief Valve: 10 Bar 90°C

Rear




